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7.7 Connector pin outs 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(DATA1 and DATA 2 port) 

This port is general data output port. Output data is selected by the menu “9: Interface”. 

 

Note: “9: Interface”: Refer to “Chapter 4 4.7 Menu 9: Interface” 

 

 

7.8 Inspection after installation 

Before you turn the unit on, check the following points to make sure the system operates properly. 

(1) Is the ship’s supply voltage and current within the rated range? 

(2) Is the connection between the Display and Antenna unit correct? 

(3) Are the cables routed and connected properly? 
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(General data output) 

 

POWER 

1: DC + 
2: F.GND 
3: DC - 
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(General data output) 
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DATA 2 

1: GND/SHIELD 
2: TXD (+)   
3: TXD (-)    
4: RXD (+)   
5: RXD (-)    
6: +15V 

1: GND/SHIELD 
2: TXD (+)   Yellow / Gul 
3: TXD (-)    Blue / Blå 
4: RXD (+)   Green/ Grønn
5: RXD (-)    Red / Rød
6: +15V 

Magnus
Typewritten text
MEDFØLGENDE KABEL

Frode
Typewritten text
NMEA0183 kabel. Rev. 2 - 01.2022


